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Precicus metal seated butter-
fly walve, MTD is applicable to
high temperature as well as
naminal pressure and
temparature,

Eccentric sealing system
assures a low operating
torque and positive sealing.

Wide selection of vahe
materials ensures efficient
performance in vanous
industries.

Al UMICOM butterfly valves

are tested hydraulically and
preumatically in shop in order

to secure perfect sealing and
certified by third party at
request of clients.
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Flange Rating :
ANSICL150 /€300 CLADD
PN10/16/25/40/64

Nominal Diamater :
DMNS0(2° to DN1E00(54")

Temperature Range :
-50T{-60'F) to 650 T{1200°F)

Working Pressure :
Full seat pressure rating

Features :

- inherent fire safety design

- metzl to metal sealing

- low operating torque

- anti blownout shaft design

- simple maintenance

- robust design

- fitniess for high temperature

seam service

Applications :

- gereral & petro chemical

- oil refinery / Preduction

- steel and iren mill

- shipbuilding

- combined / nuclear power plant
- other plant engineering

Operating :
- manual hand lever / worm gear
- pPneurnatic actuator

- glectric actuatar
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- stellite / EMP on disc

- anti-static device

- locking device

- bonmet / stern extension

- heating jacket

- TA -LUFT packing

- |50 15848 packing

(IS0 FE AH - C0O1 - SSA 0 - 11960,
400C) - CL 900 - 150 1584B-1)

- NACE MR 0103 /0175
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