I Vaive

WATER-SEAL VALVE EilEX

GLATH FLANGED Y-STRAINER

Brief introduction

Flanged strainers are main parts of all kinds of pumps, valves in the
pipeline. It is suitable for pipeline of nominal pressure<1.6MPa.
Mainly used to filter dirt, rust and other debris in media such as
steam, air, and water etc.

Materials of Main Parts

Parts Material

Body cl, DI
Bonnet Cl, DI
Filter net Stainless steel

Main Specifications

Nominal diameterDN(mm) 40~600
Nominal pressure(MPa) 16
Suitable temperature"C <200

Suitable media Water, oil, gas, etc.

DN125~DN600
Overall & Connection Dimensions and Wei ghts
L H Weight(k
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DN40 150 84 110 200 200 18 - 3 4-19 125 7.46
DN50 165 99 125 230 230 20 - 3 4-19 133 9.32

DN65 185 118 145 290 290 20 - 3 ‘ 4-19 154 11.64
DN80 200 132 160 310 310 22 - 3 8-19 176 16.44
DN100 220 156 180 350 350 24 - 3 ‘ 8-19 204 27.78
DN125 250 184 210 400 400 26 - 3 8-19 267 378
DN150 285 21 240 480 480 26 - 3 \ 8-23 310 495
DN200 340 266 295 600 500 30 20 3 12-23 | 405 360 112 90.8
DN250 405 319 355 730 605 32 22 3 ‘ 12-28 455 447 163 148.8
DN300 460 370 410 850 635 32 245 4 12-28 516 462 256 172
DN350 520 429 470 980 696 36 265 4 ‘ 16-28 495 510 368 232
DN400 580 480 525 1100 790 38 28 4 16-31 560 583 440 324
DN450 640 548 585 1200 850 40 = 4 ‘ 20-31 641 = = 396
DN500 715 609 650 1250 978 42 315 4 20-34 850 723 - 450
DN600 840 720 770 1450 1295 48 - 4 ‘ 20-37 980 - - 700




